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Executive summary 

As the share of intermittent RES (such as wind turbines and solar PV) increases significantly, their deployment 

challenges the operation of power system, and impacts the role played by electricity markets that have not 

been designed to handle the features of intermittent RES. First of all, intermittent RES feature a variable output 

that depends on the availability of the resources they are based on. This variability is worsened by the low-

marginal costs of intermittent RES. RES are willing to produce whenever they can, but only when they can. 

Second, this output is also difficult to predict accurately. Third, the best generation sites for intermittent RES 

such as wind turbines are often located far away from consumption centres, creating the need for significant 

investment in the transmission system.  On the opposite, some resources like solar PV are mostly integrated to 

the distribution level, creating new kinds of flows from low-voltage level to high-voltage level. Fourth, the de-

velopment of intermittent RES is still driven by support mechanisms and isolated from most market-signals.  

It is therefore clear that electricity market design must be revamped to integrate intermittent RES. On the one 

hand, electricity markets must cope with the changes in power systems operation that are created by the de-

ployment of intermittent RES: new time-definitions must fit RES variability, the day-ahead horizon is not 

adapted to RES predictability, existing zones do not reflect the congestion patterns corresponding to the loca-

tion of intermittent RES. On the other hand, intermittent RES cannot remain at the margin of power systems, 

and must be more closely integrated into electricity markets.  

In this report we identify four key challenges for electricity market design in the context of RES integration. 

First, there is a need to ensure resources adequacy in the long-term. This challenge emerged as the profits of 

conventionŀƭ ƎŜƴŜǊŀǘƛƻƴ ŀǎǎŜǘǎ ƘŀǾŜ ŜǊƻŘŜŘ ǳƴŘŜǊ ǘƘŜ ǇǊŜǎǎǳǊŜ ƻŦ ƛƴǘŜǊƳƛǘǘŜƴǘ w9{ ǿƛǘƘ άȊŜǊƻέ ƳŀǊƎƛƴŀƭ-costs. 

It is then not guaranteed that the assets being decommissioned will be replaced, especially as the deployment 

of RES is driven by uncertain support policies rather than market-signals. Second, it is crucial that the flexible 

resources required to cope with RES variability are in place and incentivised to operate flexibly. Third, electrici-

ty market design must ensure efficient expansion of the transmission and distribution network, as significant 

investments are needed to connect intermittent RES. This challenge is made more difficult by the lack of coor-

dination between network investments and generation investments, especially when the generation invest-

ments are driven by uncertain policies. Fourth, while the traditional organisation of power systems was based 

on a centralised operation of a set of large plants adjusting their production to follow load variations, system 

operation at the distribution level will be increasingly challenging with the development of distributed re-

sources. The causality relationship between the features of intermittent RES and the four key challenges are 

illustrated in Figure 1.  
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Figure 1 Causality relationship between RES features and key challenges for electricity markets. Own depic-
tion.  

In the last session of the report, we describe three toolboxes of market design element that could contribute to 

solving the four main challenges: the wholesale market design, additional coordination tools, and solutions 

based on the deployment of distributed resources.  

Evolutions of the wholesale market design have two facets. First, the integration of intermittent RES must 

evolve as they get deployed. We show that the only obstacle ǘƻ ΨƳŜƭǘƛƴƎ-Ǉƻǘ ƛƴǘŜƎǊŀǘƛƻƴΩ όƛΦŜΦ ǿƛǘƘ ŀ ǎƛƴƎƭŜ ǎŜǘ 

of rules common to all resources) is the absence of dynamic retail pricing. However, once this shortcoming will 

have been solved, melting-pot integration should ensure efficient integration of intermittent RES. The second 

facet of wholesale market design relates to the evolutions required to manage the power system efficiently 

when this power system features a high share of intermittent RES.  This report details the evolutions required: 

shorter-time units will be needed to reflect the variability introduced by intermittent RES and remunerate flex-

ible resources adequately; refined and dynamic space-units could help tackling efficiently the grid expansion 

challenge; higher differentials between extreme prices would be needed to reflect the value of energy at times 

of scarcity or abundance and encourage the development of flexible resources; the consistency between the 

different markets from day-ahead to real-time should be improved to match the needs of intermittent RES that 

are poorly predictable. Obviously, these evolutions will not be easy to implement and they might have negative 

secondary effects. Non-convexities of thermal generators might be more difficult to handle with shorter time-

units, while redefining space-units would have significant redistribution effects that could lead to acceptability 

issues. Finally, we would have a high number of products as a result of smaller time and space units in a set of 

parallel markets (day-ahead, intraday, real-time and reserves markets), which could be a source of liquidity and 

complexity issues.   

An alternative (and/or complement) to wholesale market evolutions is the implementation of a set of coordi-

nation tools to ensure efficient investment and operation in power systems featuring a high share of intermit-

tent RES. Generation adequacy policies might be implemented to coordinate the development of generation 

(or demand-response) assets and solve the resources adequacy issue.  However, our analysis reveals that this 

would imply the development of national rather than European approaches to generation adequacy, with con-

sequences on the provision of flexibility. The coordination between network investment and operation at the 

regional scale might require specific tools, such as a European system-management layer, as well as planning at 

the regional scale and cost-allocation tools. Coordination between network and generation investment to en-

sure efficient expansion of the grid can be ensured via the development of market facilitators, reforming the 

payments by generators, and changing the response of TSOs to connection requests and investments need. 
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Finally, coordination of investment and operation between transmission network operators and distribution 

network operators will be required to manage efficiently operation at the distribution level.  

The last toolbox focuses on tools required to unlock the potential of distributed resources. Indeed, these re-

sources can provide many different flexibility services, contribute to resources adequacy, allow deferral of 

network expansion, and are needed to manage actively the system at the distribution level. However, an effi-

cient development and management of distributed resources will only be possible provided a compatible 

framework is implemented. The contracts offered by suppliers to their customers and the retail market design 

must evolve to allow consumers expressing their willingness to pay for electricity and valuing their flexibility. 

Similarly, in order to develop a contribution of distributed resources to efficient grid expansion and manage-

ment, network tariffs should be revamped to reflect the state of the distribution network and the contribution 

of a certain consumer to local losses and peaks in the distribution network. A wide set of contracts and inter-

mediaries proposing the contracts to consumers would also be needed to tap the full potential of demand-

response by consumers who differ widely in terms of technical potential and preferences. Finally, the role of 

DSOs will have to be revisited. A sound regulation must be established to deliver efficient incentives to the 

DSOs. Whether new services (e.g. ownership and management of metering systems and charging infrastruc-

tures, data handling, energy efficiency and flexibility provision) will be provided by the DSOs or by third-parties, 

there will be a need for stricter unbundling and transparency requirements as DSOs handle more responsibili-

ties.    

These three toolboxes are partial substitutes and complements, but a mix of these tools must be picked and 

implemented to address the key challenges of RES integration for electricity market design. A consistent vision 

must be developed to solve these challenges.  
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1 Introduction: Intermit tent RES features and 

market integration  

1.1 Features specific to intermittent RES 

Power systems were conceived on a set of paradigms that reflected the technical options available then. In 

particular they were based on a set of large controllable plants at the transmission level that are dispatched 

centrally to match the variations of an inelastic load. Electricity markets were then introduced to provide the 

short-term and long-term signals required to coordinate a set of competitive actors and ensure optimal dis-

patch and investment in generation assets. The design of electricity markets was logically adapted to the fea-

tures of power systems by then. However, the features of intermittent
1
 RES that are introduced in power sys-

tems today are very different from the ones of a typical combined cycle gas turbine. In order to understand the 

challenges for electricity markets and RES integration, it is necessary to understand how intermittent
2
 RES 

differ from the more traditional power plants. 

1.1.1 Variable output  

The output of intermittent RES is variable for two main reasons. First, the output of wind turbines and solar PV 

ŘŜǇŜƴŘǎ ƻƴ ǘƘŜ ŀǾŀƛƭŀōƛƭƛǘȅ ƻŦ ǘƘŜ ǊŜǎƻǳǊŎŜǎ ǘƘŜȅ ŀǊŜ ōŀǎŜŘ ƻƴΥ ǿƛƴŘ ŘƻŜǎƴΩǘ ŀƭǿŀȅǎ ōƭƻǿΣ {ǳƴ ŘƻŜǎƴΩǘ ŀƭǿŀȅǎ 

shine. Second, these units feature very low όάȊŜǊƻέύ ƳŀǊƎƛƴŀƭ Ŏƻǎǘǎ ŀƴŘ ǘƘŜǊŜ ƛǎ ƘŜƴŎŜ ŀ ǎǘǊƻƴƎ ǊŀǘƛƻƴŀƭŜ ŦƻǊ 

these units to generate cheap energy when possible. In other words, intermittent RES are willing to generate 

whenever they can, but only when they can.  

These fluctuations are seasonal, daily, hourly, or minute-by-minute, with different consequences on power 

systems and power markets.  

Long-term variability results from climatic seasonal effects. The output from solar-based resources will for 

instance typically be lower in the winter. While such variations do not constitute a challenge for the operation 

of power systems in the short-term, it implies that some plants will then be needed as back-up, while running 

only part of the year. Long periods of time with low wind output will also occur at a relatively high frequency at 

a country-scale, with consequences on the economics of energy storage and power systems in general (Plötz 

and Michaelis).  

Very short-term fluctuations occurring within seconds do not constitute a major challenge for power system 

operations used to handling load fast variability, as these fluctuations tend to average out when the penetra-

tion of intermittent RES increases. However, variations that occur over longer time-scale (from several minutes 

to several hours) can be more problematic. With high penetrations of wind, these variations can become quite 

significant. In the whole Denmark, maximum upwards and downwards variations of wind output (for more 

than a hundred sites) were estimated by Holttinen et al. (2009) to roughly 20% of total installed capacity within 

an hour, 50% of total installed capacity within four hours, and 80% of total installed capacity within 12 hours. 

Similarly, Bertsch et al. (2013) estimated that by 2050 Germany and Great-Britain could face hourly variations 

of the output of intermittent RES of respectively 20 GW and 40 GW. This has important consequences on the 

                                                                 
1
 ¢ƘŜ ǘŜǊƳ άǾŀǊƛŀōƭŜέ ƛǎ ǎƻƳŜǘƛƳŜǎ ŘŜŜƳŜŘ ƳƻǊŜ ŀŘŜǉǳŀǘŜ ǘƻ ŘŜsignate the wind and solar power technologies, as these 

resources rarely switch-ƻƴ ŀƴŘ ƻŦŦ ŎƻƳǇƭŜǘŜƭȅΦ ¸ŜǘΣ ǿŜ ǿƛƭƭ ŎƻƴǎŜǊǾŜ ƛƴ ǘƘƛǎ ǎǘǳŘȅ ǘƘŜ ǿƻǊŘ άƛƴǘŜǊƳƛǘǘŜƴǘέ ǘƘŀǘ ƛǎ ƳƻǊŜ 
commonly employed. Of course, not all RES are intermittent: one can for instance think of hydropower and biomass. How-
ever, it is likely that wind and solar power technologies will constitute the bulk of RES development by 2030. 
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need for back-up flexible resources (on generation or demand-side) to be able to ramp-up and down when 

needed.  

This variability can be mitigated by smoothing factors such as geographical spread or technological spread 

(which explain for instance the significantly higher variations for the UK in the study of Bertsch et al. (2013)). 

Even in a small power system like Denmark, there are stability gains at the system level compared to the unit 

level (Holttinen et al., 2009). However there is a limit to the benefits of geographical spread. First, extreme 

weather events occur on large geographical scales: a study by Pöyry (2013) for instance emphasizes the fact 

that residual loads (i.e. consumption minus output of intermittent RES) are partially correlated even in distant 

power systems. Second, making the most of geographical aggregation requires a supra-national approach to 

generation adequacy that is for instance missing today in Europe (Henriot and Glachant, 2014). 

1.1.2 Low predictable output  

The output of most intermittent RES depends on complex meteorological phenomena, some of which are very 

difficult to predict (e.g. cloudiness for solar PV, phase changes for wind). As a consequence, it is difficult to 

predict precisely what will be the output of intermittent RES. Forecasts are based on a mix of physical models 

and statistical models that are constantly improving as experience with intermittent RES is gained. However, it 

is still impossible to predict accurately the output of intermittent RES in the short-term, as illustrated in Figure 

2.  

While system operators are used to deal with uncertainty related to load forecast errors, Maupas (2008) argues 

that load is easier to predict: the day-ahead Mean Square error of load in the French system was for instance 

equal to 1% of peak demand in the winter 2007, significantly less than the numbers presented in Figure 2 for 

wind forecast errors.  

 

Figure 2 Wind power forecast error with increasing forecast horizon (2009 average value in Germany, from 
Tambke as quoted by EWEA (2010)) 

1.1.3 Location  

The best generation sites (in terms of output/unit installed) for wind turbines are located at very specific loca-

tion, often far from the consumption centres: this is for instance the case of wind farms in Scotland or in the 

north of Germany. Similarly, the output of PV varies a lot with latitude. A further difficulty comes from the fact 

that land-intensive renewables (like wind farms) cannot be installed in places where land is expensive, which is 

typically the case close to consumption centres. As long as intermittent RES do not receive locational signals, 

they therefore tend to pick generation sites that require significant investment in the transmission network. 

According to the Ten-Year Network Development Plan (ENTSO-E, 2012), 80% of the projects of common inter-

ests are required to solve directly or indirectly bottlenecks created by intermittent RES. 
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In parallel to these large developments taking place at a great distance from load, a significant share of inter-

mittent RES is now installed at the distribution level. This creates flows from low-voltage level to high-voltage 

level, requiring more active system management at the distribution level (Trebolle, 2013).  

1.1.4 Development driven by support mechanisms  

Finally, in addition to these technical features of intermittent RES, it is important to keep in mind that the sig-

nificant development of intermittent RES in Europe has been made possible thanks to strong support mecha-

nisms. While this support can be justified by a wide range of positive externalities of intermittent RES, it has 

resulted in a development of RES being disconnected from market prices. As this support and the impact on 

electricity bills have been increasingly contested, especially at times of financial difficulties, RES policies are 

highly uncertain today. Further development of intermittent RES, and the related impact on market prices and 

load-factors of all generation assets, will probably be the result of targets, quotas, and regulated tariffs that are 

set politically.  

1.2 The concept of RES market integration 

The specificities of RES that are described in section 1 challenge the functioning of power systems. It is clear 

that, as they develop significantly, these resources cannot remain at the margin of power systems. As put very 

clearly by Pérez-Arriaga (2012)Υ ά!ƭƭ ǘƘŜǎŜ factors, plus the knowledge that large levels of penetration of wind 

and also solar PV are anticipated to take place in many countries, lead to two major conclusions. First, the op-

eration of power systems with a strong presence of intermittent generation has to be profoundly reconsidered 

ώΧϐΦ {ŜŎƻƴŘΣ wind and solar PV plants can no longer be regarded as ǇŀǎǎƛǾŜ ǳƴƛǘǎ ώΧϐΦ ¢ƘŜǎŜ ŦŜŀǘǳǊŜǎ ŀǊŜ Ŏƻn-

ǎƛŘŜǊŜŘ ŜǎǎŜƴǘƛŀƭ ŦƻǊ ǘƘŜ ŦǳǘǳǊŜ ƛƴǘŜƎǊŀǘƛƻƴ ƻŦ ƘƛƎƘ ǿƛƴŘ ǇŜƴŜǘǊŀǘƛƻƴ ƛƴ ŜƭŜŎǘǊƛŎ ǇƻǿŜǊ ǎȅǎǘŜƳǎΦέ LƴǘŜƎǊŀǘƛƻƴ ƻŦ 

RES into electricity markets is therefore a two-fold challenge. First, electricity markets must be redesigned to 

handle resources that are more variable, unpredictable, and located at specific generation sites. Second, RES 

cannot be kept out of power markets that were conceived as the main driver of operation and investment in 

liberalised power systems.  

The need to adapt electricity markets design and integrate intermittent RES is of course associated to a series 

of challenges, both to ensure adequate and efficient investment in generation and transmission assets (as de-

scribed in section 2.1), and to ensure safe and efficient operation of power systems (as described in section 

2.2). But the potential of solving technical issues by implementing the right economic incentives also make 

market design a source of solutions for accommodating large shares of intermittent RES into power systems, as 

described in section 3.  
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2 Challenges for electricity market design and 

RES integration towards 2030 

2.1 Key challenges: Unlocking investment 

2.1.1 An issue of Ȱmissing moneyȱ  

2.1.1.1 Generation assets 

As explained in section 1.1.1, intermittent RES feature very low variable costs. They are therefore the first re-

soǳǊŎŜǎ ŘƛǎǇŀǘŎƘŜŘ ǿƘŜƴ ŀǾŀƛƭŀōƭŜΦ ¢Ƙƛǎ ŜŦŦŜŎǘΣ ƻŦǘŜƴ ǊŜŦŜǊǊŜŘ ǘƻ ŀǎ ǘƘŜ άƳŜǊƛǘ-ƻǊŘŜǊ ŜŦŦŜŎǘέΣ Ƙŀǎ ŦƻǊ ƛƴǎǘŀƴŎŜ 

been described by Sensfuss et al. (2008) and is illustrated in Figure 3. It has two consequences on other genera-

tors. First, the most expensive units are dispatched less often as their bids are pushed by intermittent RES out 

of the market. Second, prices are lower on average, as the price in a competitive energy market is set by the 

marginal costs of the most expensive unit dispatched. The merit-order effect associated to the strong growth of 

intermittent RES has therefore reduced the profits of conventional generators that run less often and get lower 

wholesale prices on average. Under these circumstances, conventional generators are struggling to achieve 

break-even. An article published in The Economist on 12
th

 October 2013 highlighted the fact that the top 20 

energy utilities in Europe had lost half their market value between 2008 and 2013, as wholesale prices in Ger-

Ƴŀƴȅ ǿŜǊŜ ƎƻƛƴƎ Řƻǿƴ ŦǊƻƳ ул ϵκa²Ƙ ǘƻ оу ϵκa²ƘΦ 9Φhb ŀƴŘ w²9 ƘŀŘ ƭƻǎǘ ƻƴŜ ǘƘƛǊŘ ƻŦ ǘƘŜƛǊ ƛƴŎƻƳŜ ǎƛƴŎŜ 

2010 and 30-пл҈ ƻŦ w²9Ωǎ ŎƻƴǾŜƴǘƛƻƴŀƭ ǇƻǿŜǊ ǎǘŀǘƛƻƴǎ ǿŜǊŜ losing money at that time (The Economist, 2013).  

  

 

Figure 3 Merit -Order and Prices in a generic electricity market, with low wind output (left figure) compared 
to high wind output (right figure). Source: Morthorst (2008) 

It is important to specify that RES are not the only responsible of the financial difficulties of conventional power 

units. The Economist (2013) also emphasises the fact that utilities overinvested during the 2000s and were then 

caught back by the financial crisis hit on electricity consumption. This is illustrated in some calculations realised 

by Rüdinger et al. (2014) illustrated in Figure 4. If demand for electricity in Europe had followed the pre-crisis 

trend (2000-2008) up to 2012, the total increase between 2000 and 2012 would have reached 550 TWh com-

pared to the actual 267 TWh increase. Across the same period, the development of intermittent RES followed 

the trajectory planned and added additional generation of 350 TWh, while increase of the fossil fuel capacity 

accounted for a potential production of 280 TWh. These results show that RES alone (i.e. without the crisis and 

without overinvestment in conventional capacity) would not have led to the significant overcapacity we ob-

serve today.  
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Figure 4 Incremental electricity demand 2000-2012, with and without crisis, versus incremental renewable 
and fossil fuel capacity (potential generation based on a conservative 40% load-factor). Source: own 
depiction based on Rüdinger et al. 2014 

However, the current situation is unstable. In an energy-only market with a large share of intermittent RES, the 

revenues of conventional generation assets (that could still be needed as back-up when the variable output of 

intermittent RES is low) depend increasingly on high prices at times of relative scarcity. It does not mean that a 

new equilibrium of generation entry cannot be found, as discussed further in section 3.1. Yet, there are several 

challenges that must be solved to ensure a decarbonisation of the energy mix and generation adequacy.  

While we are in a situation of overcapacity today in Europe (THEMA consulting group, 2013), it is not clear 

whether investment in generation assets will remain sufficient in the future. Indeed, many generation assets 

are ageing or must be decommissioned, such as for instance high-emission coal power plants under the Large 

Combustion Plant Directive, or nuclear power plants in Germany. Will a revenue stream based on a small num-

ber of uncertain energy peak prices be attractive enough to investors? Will these high prices be politically ac-

cepted? At the same time, we have targets for high share of intermittent RES in the generation mix by 2030, 

which raises two further questions. How to reach market equilibrium when a significant share of the mix is 

pushed by support policies? And how to make sure that these RES targets will be reached if there is a move 

towards more market-based support to intermittent RES?  

2.1.1.2 Transmission  & distribution  assets 

The need for investment in the power sector is not limited to generation assets. Significant investment will also 

be required in the transmission and the distribution network both to replace ageing assets and to accommo-

date new flows created by resources that are located at very specific locations (See section 1.1.3). Estimates of 

the required capital expenditures are presented in Table 1. These figures represent a significant increase com-

pared to capital expenditures observed in the last decade (Roland Berger, 2011). Intermittent RES are not the 

only source of needs for investment, but they account for a significant share of the planned expansion of the 

grid. The Ten-Year Network Development Plan established by the ENTSO-E claims that 80% of the Projects of 

Common Interests listed in this document are needed to solve bottlenecks created directly or indirectly by 

intermittent RES. Transmission investments are also required to make the most of the geographical and tech-

nological spread described in section 1.1.1.  
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Table 1 Investment requirements in electricity T&D networks by 2030.Source: IEA (2014b),ENTSO-E 
(2014),European Commission (2011) 

Source Time period Perimeter Transmission grid Distribution grid 

ENTSO-E TYNDP 2014 2014-2030 ENTSO-E 110-150 billion ϵмп N.A. 

European Com-
mission 

Impact As-
sessment Ener-
gy Roadmap 
2050 

2011-2030 European Union 113.5 billion ϵлр 507.2 billion ϵлр 

IEA World Energy 
Investment 
Outlook 2014 

2014-2030 European Union 114 billion $12 398 billion $12 

 

Most of these investments are realised by regulated transmission and distribution network operators that 

receive a guaranteed return on their asset base. However, this is not sufficient to guarantee that such volumes 

of investment will be achievable. As transmission system operators traditionally finance their capital expendi-

tures by emitting debt, the gearing of these companies is already high today. The increase in tariffs that would 

be required for TSOs to achieve such levels of investment without losing their investment grade (and therefore 

without losing access to low interest rates) might not be accepted by consumers. Investment in the network 

would then not be financially sustainable in the long-term (Henriot, 2013).  

This is especially true as a significant share of the transmission tariffs is based on the net energy consumption 

that could stagnate as consumers install more distributed energy resources. In other words, while the needs for 

investment are proportionate to capacity (and hence maximum consumption), the revenues are partly based 

on the energy transmitted (and hence net average consumption), which will grow much slower as distributed 

resources with low load factors and variable production get installed. In extreme cases, consumers could have 

incentives to leave the grid as distributed resources get cheaper and grid-parity is reached, further increasing 

the tariffs for remaining consumers, and creating a dynamic process that would leave the grid operators with 

stranded assets.
3
 It is therefore crucial to address the question of the remuneration of network infrastructures, 

despite the fact that they receive a regulated return.  

2.1.2 An issue of missing planning  

2.1.2.1 The impact of uncertain policies  

As mentioned in section 1.1.4, the development of intermittent RES in Europe has been made possible by a 

wide range of support schemes.
4
 However, the modifications of these schemes have generated a high uncer-

tainty both for intermittent RES (whose return directly depends on these schemes), and for conventional gen-

erators (whose value is impacted by the development of additional RES capacity). The fact that the implemen-

tation of capacity remuneration mechanisms is considered in many member states currently facing overcapaci-

ty illustrates the instability of a power system whose development is based on uncertain support schemes. 

As the costs of intermittent RES have fallen, there have been calls to reform these support schemes. In its guid-

ance for the design of renewable support schemes, the European Commission has for instance emphasized the 

need to change instruments for more market-ōŀǎŜŘ ǎƻƭǳǘƛƻƴǎΣ ŀƴŘ ŀǊƎǳŜŘ ǘƘŀǘ άsupport levels will decline and 

eventually be phased-outέ (European Commission, 2013). This is based on the assumption that the high tech-

nology learning rates observed both for wind and solar technologies, as capacity is installed, will lead to a point 

                                                                 
3
 Such a process has been described in detail in the case of the United States, where it could become economic to defect 

the grid by 2020 (Rocky Mountain Institute, 2014). 
4
 For more details on the different schemes, the reader can report to Batlle et al. (2012)  
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in which support will not be required anymore to make intermittent RES competitive with conventional tech-

nologies. Intermittent RES would then receive their revenue from wholesale energy prices.  

An extensive review of the learning rates observed for energy technologies has been made by Junginger et al. 

(2008). These learning rates
5
 are typically between 10% and 30%, as described in Figure 5. However, a second 

result from the analysis of (Junginger et al.) is also the need to take into consideration other effects that can 

lead to negative learning rates, such as increasing commodity prices (steel for wind power, and silicon for solar 

PVs), or disconnection between prices and cost caused by a lack of competition or increasing demand. There 

are therefore many uncertainties that make it difficult to extrapolate learning curves to forecast RES technolo-

gy prices. 

 

Figure 5 Historic learning curves and progress rates (PR) of different generation technologies. A PR of X% 
means that costs are reduced by 1-X% each time the installed capacity doubles. Source: Junginger et 
al. (2008) 

In addition, there is a risk that the market value of intermittent RES might fall faster than costs. Intermittent 

RES production is variable, and the profitability of a unit depends on its resource-dependent generation profile 

and on the wholesale market prices at times when the unit generates (Joskow, 2011). In practice, it means that 

two units generating the same amount of energy can have very different values for the system, and very differ-

ent profitability if their returns are based on market prices. Schmalensee (2013) recently showed that for a set 

of generating units located across the United States, the actual value of wind power was only 88% of what it 

would have been if produced at average spot prices, while the actual value of solar power was 116% of what it 

would have been if produced at average spot prices. Of course, the more units installed with a similar profile, 

the more the merit-order effect (described in section 2.1.1.1) will lead to reduced prices when these units are 

available, and the lower revenues these units will get from energy markets.
6
 A good literature review of what is 

                                                                 
5
 The concept of learning rate is based on the observation that there is a logarithmic relationship between the costs of a 

technology and the cumulative experience of this technology. A theoretical analysis of this concept and a meta-analysis of 
wind power learning rates can be found in Lindman and Söderholm (2012). In this document, a learning rate of X% (corre-
sponding to a progress rate of 1-X%) means that the installation costs decrease by X% each time the installed capacity 
doubles.  
6
 In this short analysis, we consider that all other capacities remain identical. We will see in section 3.1.1 that conclusions 

can be different in a dynamic environment. 



Electricity markets and RES integration ς key challenges and possible solutions  
 

Page 19 

ǎƻƳŜǘƛƳŜǎ ǊŜŦŜǊǊŜŘ ǘƻ ŀǎ ŀ άcannibalisation effectέ in a wide range of power systems in Europe and the United 

States has been published by Hirth (2013), with value factors reaching 0.7 for wind at 30% market share and 

reaching 0.7 for solar power at 10-15% penetration rates.  

It is therefore clear that the existence of a break-even point where the costs of intermittent RES would be low 

enough to phase-out support schemes depends on a race between learning rates and the cannibalisation ef-

fect. To put it simply, the more a certain RES technology is installed, the cheaper it gets but the less value it 

has. This process has been assessed by Green and Léautier (2014) in the case of the British power system. For 

learning rates of 19% όΨ/ŜƴǘǊŀƭ ǎŎŜƴŀǊƛƻΩύ, lower prices resulting from the cannibalisation effect would offset 

the saving on costs due to learning rates (See Figure 6). [ŜŀǊƴƛƴƎ ǊŀǘŜǎ ƻŦ ол҈ όΨIƛƎƘ ǎŎŜƴŀǊƛƻΩύ ǿƻǳƭŘ ōŜ Ǌe-

quired to phase-out support schemes in the long-ǘŜǊƳΣ ǿƘƛƭŜ ƭŜŀǊƴƛƴƎ ǊŀǘŜǎ ƻŦ мл҈ όΨ[ƻǿ ǎŎŜƴŀǊƛƻΩύ ǿƻǳƭŘ ŜǾŜƴ 

require higher levels of support. These results might vary across different markets with different resources and 

generation mix, but the effects of cannibalisation should in any case not be neglected.  

  

 

 

Figure 6 Support required to install wind power in the UK under different learning rates. Source: Green and 
Léautier (2014) 

Despite the willingness of the European Commission to phase-out support schemes as soon as possible, it is 

likely that future power prices will depend on carbon prices, support to RES development, energy efficiency 

targets that are the result of both national and European political choices. Liberalisation was to substitute the 

coordination of investment (and operation) within integrated monopolistic companies with a market-based 

coordination. As a significant share of the investments in European power systems do not depend on market 

signals, the energy wholesale market cannot fulfil its role of long-term coordination of investment in the cur-

rent setting. One of the challenges of a power system integrating a high share of intermittent RES benefiting 

from support schemes is therefore to ensure the development of adequate long-term investment signals. 

2.1.2.2 Coordination of transmission with generation assets  

Power generation and transmission are complementary activities. Before liberalisation and unbundling of gen-

eration and transmission assets, expansion of the transmission and generation system was planned by vertical-

ly integrated utilities. The coordination between generation and transmission is now more difficult as the plan-

ning of generation, transmission and distribution are independent from one another and result from decisions 

taken by a multiplicity of actors. Different paradigms have been introduced to solve this issue, from approval by 

a regulator of transmission reinforcements proposed by the system operator, to merchant lines developed by 

merchant investors who then collect congestion rents of their lines (Peréz-Arriaga and Olmos, 2006). Yet, the 

complex task of developing the transmission grid without certainty on the future development of the genera-

tion mix becomes even more challenging with the development of intermittent RES.  
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First of all, as intermittent RES are often located at very specific locations, the joint optimisation of the grid and 

the generation assets becomes crucial. As explained in section 1.1.3, the best resources are sometimes located 

far from load centres. There is hence a significant number of trade-offs between better generation sites that 

are costly to connect to the grid, and sites with a lower output but requiring less grid expansion. At the same 

time, more actions must be taken at the distribution level to defer grid expansion (Anaya and Pollitt, 2014; 

EPRI, 2014), which is also a source of further trade-offs between investments in generation and transmission 

assets.  

Second, permitting is a much more complex issue for transmission lines than for generation assets. As a result, 

it takes on average seven to ten years (and up to twenty years for the most controversial lines) to build a power 

line compared to two to three years for wind farms and Combined Cycle Gas Turbines (Rious et al., 2011). It 

means that a reactive TSO that would not anticipate the connection of generators could create a severe delay 

between the moment when a power plant is operational and the moment when the network upgrade becomes 

operational. Rious et al. (2011) argues that the solution is a proactive TSO anticipating the future development 

of the generation mix.  

However, there is also increased uncertainty on the evolution of the generation mix as a result of RES devel-

opment, and hence higher risks of costly anticipation. An idea of the range of possible evolutions can be pro-

vided by the four visions of the ENTSO-E introduced in the TYNDP 2014 (ENTSO-E, 2014)Σ ŦǊƻƳ ŀ ά{ƭƻǿ tǊo-

ƎǊŜǎǎέ Ǿƛǎƛƻƴ ŦŜŀǘǳǊƛƴƎ ŀ ƭƻǿ ŜƭŜŎǘǊƛŎƛǘȅ ŘŜƳŀƴŘΣ ǊŜƛƴŦƻǊŎŜd national energy politics and slow implementation of 

the EƴŜǊƎȅ wƻŀŘƳŀǇ нлрлΣ ǘƻ ŀ άDǊŜŜƴ ǊŜǾƻƭǳǘƛƻƴέ ŦŜŀǘǳǊƛƴƎ ƘƛƎƘ ŜƭŜŎǘǊƛŎƛǘȅ ŘŜƳŀƴŘΣ ŘŜǾŜƭƻǇƳŜƴǘ ƻŦ ǎƳŀǊǘ-

grids, CCS, demand response and electric plug-in vehicles. The needs for infrastructure would of course be 

quite different under each of these visions. In the current context, the support schemes discussed in section 

2.1.2.1 could be the main drivers of the evolution of the generation mix, and hence of the need for expansion 

of the transmission and distribution grid. Such schemes could also determine whether the targets for RES gen-

eration will be reached by developing offshore wind in the North Sea or distributed solar PV, with very different 

consequences on the required infrastructure. Figure 7 illustrates how the development of wind in Germany has 

led to a redistribution of physical flows from France to Germany. Indeed, the operational review realised by 

Coreso (2014) showed that thanks to massive renewable infeed (resulting of support mechanisms), Germany is 

reinforcing its position of exporting country.  

 

Figure 7 Statistical distribution of physicals flows from France to Germany. Source: Coreso operational re-
view 2013 

 

Finally, there is not only a need for intra-TSO network upgrade investments, but also for inter-TSO network 

upgrade investment, as described by Joskow (2006). The asymmetries between these two kinds of projects can 

result in inefficiencies, as TSOs first tend to solve internal congestions by pushing congestion to the borders of 
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their control zone, before facilitating trade between the different zones. Saguan and Meeus (2014) illustrate 

how a national transmission planning can impact the costs of renewable energy, when compared to suprana-

tional planning.  

2.2 Key challenges: ensuring safe and efficient operation 

2.2.1 The need for flexibility  

2.2.1.1 Why flexibility is needed  

Flexibility is defined here as the ability of a given resource to adjust production or consumption within a given 

timeframe (regardless of potential variations in RES production). It includes the ability of a power unit to start-

up and quickly ramp-up or ramp-down, to cycle frequently, and to operate at low minimum loads. As the out-

put of intermittent RES is variable (See section 1.1.1) and not predictable (See section 1.1.2), an increasing 

share of intermittent RES leads to higher and new needs for flexibility. Gottstein and Skillings (2012) for in-

stance estimated that the development of intermittent RES in the UK would create a need for 260 start-ups per 

year for mid-merit CCGTs by 2030, compared to less than 50 per year today. Bertsch et al. (2013) estimated (up 

and down) hourly changes in residual demand for Great-Britain and Germany by 2050. The first and third quar-

tiles of hourly changes in residual demand, as well as the maximum hourly variations, are represented in the 

boxplot in Figure 8. Maximum values of hourly load changes double from 2011 to 2050 with a share of inter-

mittent RES in electricity consumption equal to 50%. The UK faces maximum hourly load changes of 40 GW by 

2050 with a share of wind power equal to 70% of electricity consumption. It is clear that flexibility will be a 

prerequisite to generation adequacy (Henriot and Glachant, 2014). 

 

 

Figure 8  Hourly changes in residual demand (MW): actual for DE2011 and model simulations for 2020 and 
2050 (Bertsch et al. 2013) DE stands for Germany, GB for Great Britain. 

Yet flexibility is costly. Increased cycling leads to higher costs for generators as it increases wear and tear and 

lower efficiency, while maintenance contracts must be renegotiated to allow for more flexibility (Pérez-Arriaga 

and Batlle, 2012). As flexibility will be increasingly needed to cope with the variations of intermittent RES in 

power systems, some market signals will be required to reflect this need for flexibility in power markets and 

remunerate the flexibility providers.  

A further difficulty emerges from the wide range of flexibility needs across the different power systems. In the 

study of Bertsch et al. (2013), the maximum hourly changes will be twice as large in Great-Britain as in Germa-
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ny for similar average variations. This can be explained by a higher share of intermittent RES in the UK and a 

more diversified mix (featuring both solar and wind power) in Germany. 

Finally, the maximum needs for flexibility will be far more significant than the average variations (as illustrated 

for hourly variations in Figure 8). It implies that the capacity to deliver flexibility will face a similar issue of low 

load-factor as the one described for capacity to deliver energy in section 2.1.1.1. Under the current setting, the 

revenue stream for flexible capacity will be based on revenues at times of extreme events, and the compatibil-

ity of such a revenue stream with the business-model of flexible resources should be assessed.  

2.2.1.2 Which flexibility provi sion? 

As the share of intermittent RES in the generation mix and the requirements for flexibility increase, the range 

of resources that are able to deliver flexibility will also have to evolve. Peaking units that are the most flexible 

units in current power systems are shut down (in the short-term or the long-term) in response to high RES 

generation. This is emphasized in a report by ECOFYS (2014) reviewing the different flexibility options that are 

available in power systems. These options include among others thermal generators, intermittent RES, de-

mand-response and storage facilities, although some economic, technical and political barriers must be taken 

into account when assessing the potential of each resource (See Table 2). As the future flexibility needs of 

power systems are very diverse and still not fully identified, it is important not to discriminate any of these 

resources from flexibility provision.  

Table 2 Flexibility resources potential and main barriers. Adapted from ECOFYS (2014) 

Technology Ramping Cold start Minimum load Barriers 

Coal  Existing: 1.5%/min 

New: 6%/min 

Existing: 10 hours 

New: 4 hours 

20% - 40% Lowe efficiency and increasing 
variable costs when used flexibly  

 

Increased war-and-tear when 
used flexibly 

 

High Co2-emissions 

Lignite Existing: 1%/min 

New: 4%/min 

Existing: 10 hours 

New: 6 hours 

 

CCGT Existing: 2%/min 

New: 8%/min 

Existing: 4 hours 

New: 2 hours 

15% - 50% 

OCGT Existing: 8%/min 

New: 20%/min 

<0.1 hour 20% - 50% 

Nuclear  3.8%/min - 10%/min  Up to two days 20% - 60% Risks of accident 

Controversial resource 

Biogas 

On-off within seconds 

High costs 

Requires storage capacity for 
flexible operation 

RES 100%/min N.A. N.A. High opportunity costs due to lost 
production 

Specific technical equipment 
required 

Industrial  

Demand-response 

20% /min - 100%/min N.A. N.A. Need for sufficient incentives: 
high organisational efforts might 
not be worth the savings 

Small-scale  

Demand-response 

100%/min N.A. N.A. Investment in IT infrastructure 
and data processing 

Market prices not visible to retail 
level 

Data security issues 

Pumped Hydro 40% /min - 100%/min N.A. N.A. Long return on investment 

Very specific siting requirements 
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Flexibility can be remunerated either implicitly or explicitly. It is remunerated implicitly when the flexibility 

remuneration is embodied in energy prices. If the product definitions are adequate, flexible units can take 

advantage of the spread between electricity prices at different times, and to do arbitrage between day-ahead 

markets, intraday markets and real-time markets. Extreme prices can then be a sufficient incentive for a supply 

or demand resource to provide flexibility. Flexibility remuneration can also be explicit, through the remunera-

tion of specific flexibility products or technical requirements. California for instance discusses the introduction 

of new flexible ramping products, while the grid codes in Ireland impose minimum ramping capacity of 1.5% of 

installed capacity per minute.  

Different ways to provide (implicitly or explicitly) flexibility resources can impact the range of flexibility provid-

ers, and hence the costs of flexibility (if more efficient resources are excluded) as well as the allocation of costs 

and revenues between participants. These costs can be aggregated at the system level and socialised between 

all participants, or more cost-reflective schemes can be conceived. A significant challenge for electricity mar-

kets is hence to solve the flexibility measurement problem (i.e. defining and estimating the needs for flexibil-

ity), and the flexibility provision problem (i.e. meeting these needs efficiently). It is also important to keep in 

mind that the flexibility needs and resources vary significantly across Europe. Should dedicated mechanisms 

target the specificities of each member state? How to ensure their compatibility? Should regional solutions be 

preferred?   

2.2.2 The need for system operation at the distribution level  

The traditional organisation of power systems was based on a centrally regulated set of large plants adjusting 

their production to follow demand. Power would flow from these large generating units through the transmis-

sion grid and then through the distribution grid. However, the development of intermittent RES has challenged 

this vision. The optimal size of units extracting energy from wind and solar is often much lower. In particular, 

photovoltaic technologies are extremely sizeable, and their efficiency does not change with the size of the 

installation. Wind turbines do feature economies of scale, but the recent prototype V164 conceived by Vestas 

as the largest wind turbine on the planet is only 8MW. The development of intermittent RES has therefore 

resulted in a significant increase of the share of generating units connected at the distribution level. Cossent et 

al. (2011a) estimated that by the 31
st
 December 2010, 46% of wind capacity and 98% of PV capacity in Spain 

was connected to the distribution level. Similarly, 86 GW of GermanyΩǎ installed capacity (48% of total installed 

capacity) at the end of 2013 was distributed generation (Edelmann, 2013). 

This phenomenon is likely to amplify as the costs of PV keeps getting lower and as feed-in tariffs are reduced. 

Indeed, in this context, άƎǊƛŘ ǇŀǊƛǘȅέ ƛǎ ǊŜŀŎƘŜŘ ǿƘŜƴ ƛǘ ƛǎ ŎƘŜŀǇŜǊ ŦƻǊ ŀ ŎƻƴǎǳƳŜǊ ǘƻ ǇǊƻŘǳŎŜ and consume its 

own energy (paying installation costs of distributed generation) than to get the wholesale price and feed-in 

tariff for production but pay retail prices (including grid costs) for consumption.
7
 Schleicher-Tappeser (2012) 

estimates that the grid parity has been reached in Germany at the beginning of 2012, and that rooftop electric-

ity could be 40% cheaper than electricity delivered by the grid by 2016. Note that in some countries the gap 

can be further widened by hidden subsidies to prosumers, as grid costs are almost entirely related to capacity 

(which is not impacted by distributed generation) while grid tariffs are sometimes indexed on net energy con-

sumption (which is lower for consumers owning generation assets).  

As the share of distributed generation increases, it becomes a source of technical challenges for system opera-

tions. Trebolle (2013) identifies several challenges. First, local congestion does not coincide with system imbal-

ance as local injections can sometimes be several times higher than local extractions. Second, voltage control 

becomes more challenging as load variations introduce instability in the distribution system. This is also de-

scribed by Oosterkamp (2014): when the production of power by distributed resources is high and injections 

higher than load, power flows occur from the distribution level to the distribution level, and voltage rises local-

                                                                 
7
 hǘƘŜǊ ŘŜŦƛƴƛǘƛƻƴǎ ƻŦ άƎǊƛŘ ǇŀǊƛǘȅέ ŀǊŜ ǎƻƳŜǘƛƳŜǎ ǇǊƻǾƛŘŜŘΦ  
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ly; when the feed-in is low and load is high, voltage may become too low. The resulting instability in the distri-

bution system is illustrated in Figure 9. The variation of DG production already creates today local issues of 

power quality and these issues are expected to become more frequent as the penetration of distributed gener-

ation resources increases. As a result, it is clear that as more perturbations occur at the distribution level, dis-

ǘǊƛōǳǘƛƻƴ ǎȅǎǘŜƳ ƻǇŜǊŀǘƻǊǎ ό5{hǎύ Ŏŀƴƴƻǘ ŎƻƴǘƛƴǳŜ ǘƻ Řƻ άōǳǎƛƴŜǎǎ-as-ǳǎǳŀƭέΦ  

 

Figure 9 Voltage variations for different levels of injection and extraction by distributed generation and load. 
Source: Meeuwsen (2007) as quoted by Oosterkamp (2014) 

However, integration of distributed resources is not only about new issues, it is also about new solutions to 

ensure the reliability of power systems. Distributed generation can be managed actively to provide upward or 

downward adjustments to the system when needed, and contribute to voltage control, thus saving operational 

costs and reducing the need for investment in the grid. However, it is important to ensure that the electricity 

market design will deliver the right incentives for an efficient active participation of distributed intermittent 

RES. The role of DSOs vis-à-vis TSOs, and vis-à-vis the market, must be reconsidered (Cossent et al., 2011b; 

Oosterkamp, 2014; Pérez Arriaga et al., 2013). Rather than finding technical solutions to operate the system 

safely, the challenge of system operation at the distribution level with intermittent RES is about delivering the 

right regulatory frame and market design to unlock these technical solutions.  

2.3 Four intertwined key challenges 

European electricity markets were introduced to coordinate both operations of generation assets in the short-

term and investment in generation assets in the long-term. The specific features of intermittent RES (described 

in section 1.1) create challenges for electricity market design in a context of integration of intermittent RES. 

These challenges are relevant both for operations and for investments, and are not limited to generation as-

sets. They also pervade to the complementary investment and operation of transmission and distribution as-

sets. The four key challenges that we identified can be summarised as: 1/ Ensuring efficient resources adequacy 

in the long-term (See section 2.1.1.1 and section 2.1.2.1); 2/ Ensuring that the required flexible resources are in 

place and have incentives to operate flexibly (See section 2.2.1); 3/ Allowing efficient expansion of transmission 

and distribution grid; 4/ Unlocking efficient system operation at the distribution level. The causality relations 

between RES specificities and key challenges for electricity market design are described in Figure 10.  
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Figure 10 Causality relationship between RES features and key challenges for electricity markets. Own depic-
tion.  

Rather than a single factor resulting in a single challenge, the challenges identified are often the product of 

several factors. The issue of resource adequacy created by variability low load-factor is reinforced by the uncer-

tainty resulting from support schemes. Flexibility is needed to cope with both variability and low-predictability. 

Grid expansion is needed to accommodate resources located at very specific places, but the development of 

the grid is made more difficult by the variable output of these resources and uncertain support mechanisms 

that challenge grid planning. Finally, the variability and the low-predictability of resources located at the distri-

bution level create the need for system operation at the distribution level.  

These four challenges are not independent one from another. Flexibility is a prerequisite to generation ade-

quacy (Henriot and Glachant, 2014) while flexibility provision can enhance the cash-flow of supply resources 

providing generation adequacy. Part of the flexibility required can be delivered at the local level, provided dis-

tribution systems operation is revisited. The needs for grid expansion can be reduced (and resources adequacy 

enhanced) by more efficient ways of operating the systems at distribution level. And of course, grid expansion 

and interconnectors have a key role to play to ensure generation adequacy.  

Finally, when addressing these challenges, one should keep in mind broader issues of acceptability, affordabil-

ity, and distributional effects. Different solutions can indeed face public opposition, be financially unsustaina-

ble, or lead to significant distributional effects, thus preventing their implementation. While this is not consid-

ered as an independent challenge in our report, it will be addressed when assessing the solutions proposed in 

section 3.  
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3 Design elements to cope with these challenges 

3.1 Which energy wholesale market for RES integration? 

3.1.1 Which paradigm for RES integration  

Section 1.2 explained why renewables cannot be kept out of power markets. In this section, we explore further 

the concept of RES integration, by introducing (section 3.1.1.1) two paradigms that build on the existing litera-

ture: the ΨƳŜƭǘƛƴƎ-ǇƻǘΩ ǇŀǊŀŘƛƎƳ in which intermittent RES and dispatchable generation are integrated under 

uniform market arrangements; ǘƘŜ ΨǎŀƭŀŘ ōƻǿƭΩ ǇŀǊŀŘƛƎƳ in which rules are adapted to the specificities of each 

set of technologies.
8
 We then discuss the pros and cons of each paradigm in section 3.1.1.2. 

3.1.1.1 Melting pots and salad -bowl s 

The first paradigm for RES integration όƘŜǊŜōȅ άƳŜƭǘƛƴƎ Ǉƻǘέ ǇŀǊŀŘƛƎƳύ is the simplest one. As the costs of 

intermittent RES are reduced by their large-scale deployment, these resources could be exposed to the same 

risks and incentives as more conventional generators. The European association of the electricity generation 

industry (Eurelectric, 2010) for instance argues that wind generators should be subject to the same scheduling 

and balancing obligations as conventional power plants. The market would then reach a new equilibrium. Simi-

larly, for Pérez-Arriaga (2012) the share of wind power is reaching such levels that they cannot be considered 

as neutral passive units. By 2030, intermittent RES will be too big to be allowed to fail: they must operate as 

other power plants and participate in maintaining power systems stability. Note that full market integration 

ŘƻŜǎƴΩǘ ƳŜŀƴ ǘƘŀǘ ƛƴǘŜǊƳƛǘǘŜƴǘ w9{ ǎƘƻǳƭŘ ƴƻǘ ǊŜŎŜƛǾŜ ŀŘŘƛǘƛƻƴŀƭ ǊŜǾŜƴǳŜǎΦ ¢ƘŜǊŜ ƳƛƎƘǘ ōŜ ŀŘŘƛǘƛƻƴŀƭ ǇƻǎƛǘƛǾŜ 

externalities justifying such additional remunerations.
9
  

¢ƘŜ ǎŜŎƻƴŘ ǇŀǊŀŘƛƎƳ όƘŜǊŜōȅ άǎŀƭŀŘ-ōƻǿƭέ ǇŀǊŀŘƛƎƳ) is based on the claim that RES integration should ad-

dress structural discrepancies between intermittent RES and dispatchable generation. Even if the costs of gen-

erating electricity using intermittent RES get low enough to compete with dispatchable thermal generators, 

there will still be fundamental differences between intermittent RES and dispatchable units (See section 1.1). 

RES integration should then Ŧƻƭƭƻǿ ŀ ΨǎŀƭŀŘ ōƻǿƭΩ ŀǇǇǊƻŀŎƘΣ ǘŀƪƛƴƎ ƛƴǘƻ ŀŎŎƻǳƴǘ ǘƘŜ ǎǇŜŎƛŦƛŎƛǘƛŜǎ ƻŦ Ŝach re-

source and applying different rules to fundamentally different power units.  

RES integration is therefore not a well-identified concept, and it can refer to very different approaches. In Sec-

tion 3.1.1.2, we have a closer look at these paradigms and discuss their pros and cons.  

3.1.1.2 Pros and cons of both paradigms   

Can a market equilibrium be found with melting-pot integration?  

The first general argument against melting-pot integration is a fundamental one: Finon and Roques (2012) 

argue that investment in RES, even commercially mature, will not be financially viable if current remuneration 

mechanisms are removed. Low variable costs lead to lower prices, lower annual load factor, and disappearance 

of scarcity rents resulting from the high correlation between peak demand and wind power contribution. Be-

ǎƛŘŜǎΣ ƛƴǘŜǊƳƛǘǘŜƴǘ w9{ Ŏŀƴ ǎǳŦŦŜǊ ŦǊƻƳ ǘƘŜ άŎŀƴƴƛōŀƭƛǎŀǘƛƻƴ ŜŦŦŜŎǘέ ŘŜǎŎǊƛōŜŘ ƛƴ ǎŜŎǘƛƻƴ 2.1.2.1. RES develop-

ment would not only impact the development and revenues of RES but also undermine the case for invest-

                                                                 
8
 Section 3.1 builds largely on a recent publication by Henriot and Glachant (2013). 

9
 See for instance Borenstein (2011) for a complete discussion of arguments for subsidising RES. 
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ments in semi-load technologies. By opposition to the assumptions made by Eurelectric (2010), Finon and 

Roques conclude that the current market arrangements would not lead to a new equilibrium, in which ade-

quate prices could stimulate the needed investment.  

However, a solid demonstration of this argument, that contradicts more fundamental economic analyses, is 

missing. The difficulties currently faced by conventional generators to recover their costs are mostly due to the 

massive introduction of excess generation capacity in an existing power system, as explained in section 2.1.1.1. 

What can be observed today is the impact of a shock on a set of previously existing long-lived assets. The inter-

action between short-run direct effects and the longer-run indirect effects after adaptation of the generation 

park is for instance described in analytical studies by Sáenz de Miera et al. (2008), and Keppler and Cometto 

(2013). On the short-run, reduced electricity prices and residual load (defined as load minus generation by 

intermittent RES) predominantly affect technologies with high variable costs such as gas turbines. On the long-

run, the evolution of the residual load impacts mostly technologies with high fixed costs such as nuclear power 

plants. If this is simply the result of a shock on an existing set of assets, it might be only a transition phase. A 

simulation realised by the IEA (2014a) also explains how the introduction of a significant share of RES in a cer-

tain power system can lead to low load-factors if the generation mix is optimised in the absence of intermittent 

w9{ ŀƴŘ ƴƻǘ ŀŘŀǇǘŜŘ ŀŦǘŜǊǿŀǊŘǎ όΨ[ŜƎŀŎȅΩ ǎŎŜƴŀǊƛƻύΦ LŦ ǘƘŜ ƎŜƴŜǊŀǘƛƻƴ ƳƛȄ ƛǎ ŀŘŀǇǘŜŘ ŀǎ ƛƴǘŜǊƳƛǘǘŜƴǘ w9{ ƎŜǘ 

ŘŜǇƭƻȅŜŘ όΨ¢ǊŀƴǎŦƻǊƳŜŘΩ ǎŎŜƴŀǊƛƻύΣ ōŀǎŜƭƻŀŘ Ǉƭŀƴǘǎ ŀǊŜ ǎǳōǎǘƛǘǳǘŜŘ ōȅ ƳƛŘ-merit plants and the load-factor of 

these assets remain stable. The corresponding evolutions of the generation mix and the load-factor of each 

unit are illustrated in Figure 11. These results justify the belief of Eurelectric (2010) mentioned in section 

3.1.1.1: as the share of intermittent RES increases, a new market-entry equilibrium can be found.  

 

Figure 11 Evolution of the generation mix and capacity factor of generation assets, for increasing share of 
intermittent RES. Source: IEA (2014a) 

If a new equilibrium can be found after a transitory phase, there will still be a need for back-up flexible units. 

These resources (for instance generation capacity or demand side management) will be needed at times when 

intermittent generation is not available to meet load. Prices would then have to be high enough at times of 

scarcity to cover the fixed costs of these flexible resources, and a new equilibrium would be found between 

low-carbon intermittent resources and peak or semi-load technologies. It is true that some of the features of 

this optimal generation mix, such as high uncertainty attached to the low number of running hours, negative 

prices, or need for high scarcity prices will lead to risks for investors in all kinds of generation technology. Yet 

this is not a structural barrier to the long-term coordination of investments by an energy-only market. 

A different argument against melting-pot integration for fundamental market failures is provided by the rigor-

ous economic analysis by Chao (2011) and Ambec and Crampes (2012). Both developed analytical modelling 

and demonstrated that ex-ante uniform retail pricing does not allow decentralising the energy mix. In the ab-

sence of dynamic pricing, in which prices are contingent to the availability of the intermittent source, either 

cross-subsidies or structural integration within a single company would be required to ensure optimal alloca-

tion. Indeed, without dynamic retail pricing, consumers cannot distinguish the time when energy is produced at 

low cost by available intermittent RES. Their consumption, that matches an average tariff, is too high at times 
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when RES are not available. It leads to an overcapacity of conventional plants compared to the optimal genera-

tion mix, and hence low profits for these producers. When dynamic retail pricing is implemented, consumption 

is lower at times when RES are unavailable, and conventional plants only partially substitute the production of 

intermittent RES. Dynamic retail pricing hence allows market mechanisms to achieve the optimal generation 

mix, while delivering at the same time sufficient revenues to cover the capital costs for the capacity invest-

ment. These results seem to contradict the reasoning of Finon and Roques (2012): the main obstacle to a long-

term functioning of an energy market would not be the characteristics of intermittent RES but the lack of dy-

namic pricing. 

Better incentives through melting-pot integrationȣ  

! ǘƘƻǊƻǳƎƘ ǊŜǾƛŜǿ ƻŦ ǘƘŜ ǇƻǎƛǘƛǾŜ ŜŦŦŜŎǘǎ ƻŦ ΨƳŜƭǘƛƴƎ-ǇƻǘΩ ƛƴǘŜƎǊŀǘƛƻƴ ƛǎ ŘŜǾŜƭƻǇŜŘ ƛƴ ŀƴ ŀƴŀƭȅǎƛǎ ƻŦ ƛƴǘŜǊŀŎǘƛƻƴǎ 

between support schemes and market design realised by Hiroux and Saguan (2010). These benefits include 

optimal selection of generation sites, improvement of maintenance planning and technology combinations, 

control of production in extreme cases and higher efficiency of system balancing in general, incentives for in-

novation, better production forecasts and transparency (See Box 1 for more details). As a result, the authors of 

this study recommended to increase the exposure of intermittent RES to price-signals by adapting support 

schemes, and to eliminate distorted market signals. Hiroux and Saguan however acknowledged that it might 

lead to higher risk and higher transaction costs that should be taken into account. 

ȣ ÂÕÔ ÉÓ ÉÔ ×ÏÒÔÈ ÔÈÅ ÒÉÓË ȩ  

Salad bowl integration is sometimes justified by a reduction of risks and transaction costs, rather than by fun-

damental market failures. As pointed out by Klessmann et al. (2008), exposing RES to market signals to which 

they are not able to react will hinder RES development without bringing any (or little) benefits. As wind power 

producers have high incentives to generate electricity whenever the wind is blowing, it is pointless to expose 

them to more accurate price-signals. Higher risks will lead to higher capital costs, and more complex schemes 

will also favour large players. Batlle et al. (2012) also insisted on the fact that there is little efficiency improve-

ment when linking remuneration of RES to wholesale electricity prices, as non-dispatchable generators have no 

mean to adjust their output. The scope for efficiency gains by planning maintenance at times of low electricity 

prices will also be quite limited, as availability rates are very high. In their survey about RES integration in Eu-

rope, Eclareon (2012) estimated the technical availability factor of wind turbines to 97.5% while it is close to 

100% for PV panels.
10

 As a result, melting-pot integration would therefore increase risks for intermittent RES 

while the prospect for efficiency incentives would remain limited. 

This argument makes sense at times when the priority is to develop significantly the share of RES in the genera-

tion mix. However, in a system featuring a high share of intermittent RES, these risks are transferred to conven-

tional generators and to consumers, who undergo the price and volume effects. For instance, the schemes of 

tradable certificate that feature quantity caps can present risks for developers, as overproduction and over-

supply of certificates leads to very low prices. But schemes that do not feature any quantity cap can lead to 

excessive costs for consumers (or taxpayers) if the schemes are too successful. Similarly, feed-in tariffs give 

producers a fixed revenue that is not impacted by market prices, while feed-in premium are sometimes pre-

sented as more risky for developers. But if market prices go low, the resulting surcharge for consumers to pay 

feed-in tariffs increases, while it remains stable with premiums. In both cases, risk does not disappear; it is 

transferred between producers and consumers. Risks should hence simply be allocated back to the entities that 

are most able to manage them.  

 

                                                                 
10

 This impressive figure is due to the fact that there are no moving parts in PV; maintenance mostly consists in cleaning the 
panels.  
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Box 1 Benefits of intermittent RES integration into electricity markets. Source: Hiroux and Saguan (2010) 

Optimal selection of generation sites related to generation pattern 
Developers have incentives to pick generation sites that generate more energy at times when it is 
more valuable for the power system, which is reflected by higher energy prices in wholesale markets. 
This can improve the variability issue described in section 1.1.1.  

Optimal selection of generation sites related to congestion costs and losses 
Short or long-term locational signals allow a better trade-off between better generation sites (in 
terms of output) and extension of the grid, thus mitigating the issue of location constraints described 
in section 1.1.3.  

Improvement of technology combinations and portfolio effects 

Developers have incentives (through energy prices and tariffs) to pick technologies that generate 
more energy at times (and places) when (where) it is more valuable for the system. This can enhance 
geographical and technological diversification, counterbalancing the cannibalisation effect described 
in section 1.1.4.  

Improvement of maintenance planning 

Maintenance is operated at times when wind generation has less value for power systems, and hence 
when energy prices are low in wholesale markets. 

Control of production for extreme cases of imbalance and network constraints  

Exposure to market prices can lead to voluntary curtailment when prices become low enough to 
compensate generation premiums, thus mitigating the variability issue (section 1.1.1). 

Improving controllability by innovation 

Increased exposure to market signals can also give incentives to RES owners to develop control tools 
so as to take advantage of controllability, therefore reducing the variability challenge introduced in 
section 1.1.1.  

Improving individual forecasting and system balancing efficiency 

Increased exposure to market signals (and in particular exposure to balancing prices) can also give 
incentives to RES owners to develop forecast tools, therefore reducing the low-predictability chal-
lenge introduced in section 1.1.2. 

Transparency of the support schemes 

Finally, an argument of a different nature is a better identification of support to intermittent RES, that 
otherwise mixes direct support (e.g. premium to generation) and indirect support (e.g. balancing 
congestion). This could help clarifying the issue of support schemes discussed in section 1.1.4. 

 

Finally, Batlle et al. explained that exposing RES-E to market prices would create incentives for incumbents 

owning both conventional and RES generation to abuse their market power. Therefore, they recommend to 

distinguish non-dispatchable RES from dispatchable RES, and to expose only the latter to price signals. Yet, 

there are more proper way to deal with market power abuse than introducing an artificial separation between 

intermittent resources and dispatchable generators. In addition, if a large part of the market resources is made 

to behave in a non-flexible way, it is likely to increase the market power of the remaining dispatchable genera-

tors. 
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Conclusion 

From this section, we can therefore conclude that the only major obstacle to melting-pot integration is the 

absence of dynamic pricing. While salad-bowl integration can reduce risks for intermittent resources and foster 

their development, this is not efficient in a system featuring a high share of technologically mature intermittent 

resources. Last but not least, the alleged fundamental inability of energy markets to remunerate generators as 

the share of intermittent RES increases is yet to be proved. 

3.1.2 Evolution of products exchanged  

As suggested in section 1.2Σ άƻǇŜǊŀǘƛƻƴ ƻŦ ǇƻǿŜǊ systems with a strong presence of intermittent generation has 

to be ǇǊƻŦƻǳƴŘƭȅ ǊŜŎƻƴǎƛŘŜǊŜŘέ. In a liberalised energy market driving operations of power systems, it means 

that the issue of market design remains highly relevant independently from the paradigm chosen for integra-

tion of intermittent RES. Even in cases when intermittent RES are kept isolated from the electricity markets, 

power systems (and hence power markets) will still be impacted by RES. An extreme case of isolation is for 

instance the one in which a large share of RES has full priority of dispatch and receives fixed tariffs. RES produc-

tion is then considered as inelastic negative demand, but the load factor of thermal units as well as the conges-

tion of transmission lines is still driven by their output.  

Exchanges in electricity markets are based on a set of temporal and locational definitions, and these definitions 

are based on a trade-off. On the one hand, broader and simpler definitions enhance liquidity and reduce trans-

action costs. On the other hand, more accurate definitions allow participants to express better their willingness 

to pay, as well as their true opportunity cost, for a specific product. European power markets have logically 

been conceived to deliver market signals adequate to conventional units rather than to the features of inter-

mittent RES. Besides, simplifications have been introduced with the aim to enhance competition: energy prod-

ucts are for instance typically defined on an hourly basis while geographical zones are kept simple and often 

correspond to national zones. As the share of variable sources of energy in the generation mix increases, lead-

ing to faster variations of the residual load and congestion patterns, the impact of these simplifications gets 

more significant, and these definitions might need to evolve.
11

 

3.1.2.1 Time -units  

The need for finer temporal signals 

As the share of intermittent RES increases, their variability becomes the main driver of variations of the residu-

al load
12

 variations. Flexible resources need accurate signals to deliver energy when needed and shorter time-

units are necessary.  

A finer temporal granularity of prices is therefore essential to provide the appropriate price-signals to investors 

in flexible resources and cope with the flexibility challenge described in section 2.2.1. Hogan (2010) therefore 

argued that temporal granularity should match as close as possible real operations. Without market signals 

accurate enough, flexible technologies would either be too expensive to operate or require additional support. 

In addition, shorter time-units also contribute to shifting risks from TSOs to Balancing Responsible Parties, as 

TSOs must fill the gap between products definitions and the actual needs of the system (Frunt, 2011). Figure 12 

illustrates how less differentiated pricing leads to a higher role played by the System Operator and to further 

                                                                 
11

 Note that, while this is out of the scope of this study, the need for new definitions could also impact the gas markets, as a 

result of the significant role played by gas-fired power plants in renewables integration into the network. (Henriot et al., 

2012)  

 
12

 Residual load is defined as load minus generation by intermittent RES 
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socialisation of the costs incurred: the variations within the time-unit must be covered by the TSO, as market 

participants do not receive any signals for differentiated production within this time-unit.  

 

Figure 12 Illustration of the roles played by the TSO and balancing responsible parties for different time units. 
Source: own depiction adapted from Frunt (2011) 

Fifteen-minute products have already been introduced in Germany in the intraday market in December 2011, 

followed by 15-minute day-ahead call options in December 2014. An analysis of intra-day prices reveal that 

these fifteen-minute prices are needed to reflect the needs of the German power system. 

Challenges created by non-convex costs  

While reducing time-units can lead to significant benefits and transfer more responsibilities from the TSOs to 

Balancing Responsible Parties, challenges could arise due to the lack of adequate remuneration for non-convex 

costs (start-up costs, ramping constraints) in present European energy markets (IEA, 2012). European electricity 

markets are based on marginal pricing, assuming that it is always more costly to increase production. Yet, it is 

sometimes costly for inflexible power units to cycle or stop production (See 2.2.1), which is not compatible with 

marginal pricing and difficult to reflect through hourly prices. While such inefficiencies were estimated by Stoft 

(2002) to be as low as 0.01% of retail electricity costs in conventional electricity markets, these costs might be 

underestimated when the number of cycling increases (Troy, 2011) as a result of RES variability.  

As shorter time-units are introduced in electricity markets, non-convex costs might become an issue. If the 

whole start-up costs have to be internalised in a single energy bid, the shorter the time-period, the higher the 

impact will be on electricity prices: internalising start-up costs in a 5-minute energy bid would for instance 

result in a price increase that would be 12 times higher than for a one-hour energy bid. Such non-convexities 

could exacerbate the adequacy challenge described in section 2.1. 

 ά.ƭƻŎƪ ƻǊŘŜǊǎέ ƘŀǾŜ ōŜŜƴ implemented in European electricity markets to handle non-convexities and give 

market participants an opportunity to express the complementarities between the different production hori-

zons. A block order is executed under the condition that the average price of electricity across the block-

duration is higher (or lower) than a certain threshold. Yet, complex blocks could be more difficult to manage in 

a power system featuring a high share of intermittent RES, for two reasons. First, computation time and com-

plexity for participants might become an issue in a system featuring a high number of smaller time-periods with 

many different complex bids. In a system featuring 24 one-hour products, the number of possible consecutive 
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block orders within a day is 300, and computation time then remains limited (Meeus et al., 2009). In a system 

featuring 288 5-minute products, the number of consecutive blocks within a day is a much more significant set 

of 41616 combinations. Second, Borggrefe and Neuhoff (2011) also pointed out that block bids can prove quite 

efficient as long as it is relatively easy to identify block of hours for which demand will be higher. It is quite 

understandable, as the existence of well-identified peak periods spontaneously reduces the number of consec-

utive blocks actually traded within a day. However, as the pattern of residual load becomes more complex, 

block bidding will also prove increasingly challenging: there will be more peak-periods, and these periods will 

be difficult to foresee.  

3.1.2.2 Space-units  

Most authors seem to agree on the necessity of more accurate locational signals in a context of a large-scale 

development of intermittent renewables (Green, 2008; Hogan, 2010; Smeers, 2008).  

The first reason is that the best locations for wind farms are often far from load centres and that as a result 

there will be a need for significant transmission investments (See section 1.1.3). As trade-offs between good 

generation sites and locations with low connection costs become increasingly relevant, efficient signals should 

be provided to investors. Green (2008) also claims that the greater need to avoid high-cost locations is a strong 

argument in favour of locational pricing. The second fundamental argument in favour of nodal pricing is the 

impossibility to clearly define zones that would reflect physical realities at all times. As congestion patterns 

driven by a fluctuating RES output will evolve constantly, nodal pricing seems to be the only option able to 

match reality at all times (Neuhoff et al., 2013). 

 In the absence of locational energy pricing, locational transmission tariffs or deep connection charges could be 

used. It is however difficult to reflect fluctuating congestion patterns by using fixed locational charges. We 

come back to this issue in section 3.2.4. 

Note that it is not only an issue of allocating domestic transmission capacity allocation but also of allocating 

cross-border capacity. Smeers (2008) for instance argued that the simplifications introduced to couple markets 

in the Central Western Europe area would backfire with the growth of wind power. Borggrefe and Neuhoff also 

insisted on the necessity to enhance trade between regions: this is indeed a prerequisite to mitigate the varia-

bility of intermittent RES by making the most of the geographical spread and the technological spread at the 

European scale (See section 1.1.1). They identified two potential solutions: integration within a single nodal 

pricing region, or coordination of nodal pricing in adjacent systems.  

3.1.2.3 Price boundaries  

Electricity markets typically feature price limits introduced by regulators to protect consumers against over-

charging, in a context of low demand-elasticity. As the profile of the load served by dispatchable generators 

evolves, more differentiated price-signals are needed to remunerate the flexible resources necessary to oper-

ate the power system safely. Bertsch et al. (2013) argue that more differentiated price-signals would ensure 

flexibility remuneration, as being available to react and take advantage of extreme prices constitutes a suffi-

cient incentive to be flexible.  

Price caps 

As a consequence of an increasing penetration of intermittent renewables, operations by power generation 

units will become more variable, and some peaking units will be needed to run only a few hours a year. Price-

caps should then be high enough to allow these peaking units to recover their fixed costs over these running 

hours, so ŀǎ ǘƻ ŀǾƻƛŘ ŀ άƳƛǎǎƛƴƎ-ƳƻƴŜȅέ ǇǊƻōƭŜƳ (See section 2.1.1). Note that in theory, price-caps are put 

into place to compensate for the lack of demand-response and should be set as equal to the value of lost load 

(VOLL) for consumers. As the VOLL is not affected by renewables, price-caps should in theory remain identical 

when the penetration of intermittent RES increases. Yet in practice, the VOLL is difficult to estimate and price 
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caps are very different among power systems with similar consumer preferences: in Spain OMEL has a cap of 

ϵмулΦолκa²ƘΣ ƛƴ 5ŜƴƳŀǊƪ 9[{th¢ Ƙŀǎ ŀ ŎŀǇ ƻŦ ϵнлллκa²ƘΣ ǘƘŜ DŜǊƳŀƴ ƳŀǊƪŜǘ Ƙŀǎ ŀ ŎŀǇ ƻŦ ϵолллκa²ƘΦ ! 

literature survey of estimates for VOLL was conducted by Cramton (2000) who determined that estimates 

ranged from $2,000/MWh to $20,000/MWh.  

According to Eurelectric (2010), low price-caps constitute artificial limits to scarcity-price signals, and under-

mine the long-term investment prospects in new generation. Yet, a brief analysis of the day-ahead prices in 

Spain and Germany from January to August 2013 reveals that price caps have not been a binding constraint, 

neither in Spain nor in Germany (See Table 3). 

It is important to take into account the impact of implicit price-caps as a result of unpriced actions by the sys-

tem operator. This notion has been developed by Joskow (2008), who argued that, in the US, these actions play 

a much more significant role to suppress prices than do the price caps. System operators can for instance 

slightly reduce system voltage before implementing rolling curtailment; such costs are dispersed among con-

sumers and not reflected in market prices. System operators can also rely on bilateral out-of-market contracts 

to secure generators with specific characteristics that are not reflected in product market definitions, thus 

depressing wholesale and reserve markets (Joskow, 2008). Further examples of such actions also include emer-

gency imports and load shedding if their purchase price is not used as the system marginal cost. Relying on 

prices to reflect scarcity implies that these administrative prices are substituted by marginal prices of energy at 

all times. This is a prerequisite to solving the generation adequacy challenge through energy and reserve pric-

ing.  

Price floors 

Negative prices can appear in electricity markets even without intermittent generation, due to non-convexities 

of power plant generation costs (see Section 3.1.2.1 for further explanation on non-convexities). Indeed it can 

be costly for a power plant that is not perfectly flexible to stop and start again, or to cycle down and up. It is 

therefore rational for a producer to internalise these costs in its bids, sometimes offering energy at prices be-

low marginal costs and even below zero, so as to avoid variations of the output. In other words, the producer 

can sell at a loss at a given time so as to avoid additional costs in the following hours. The introduction of a 

large quantity of intermittent generation capacity with variable output (see section 1.1.1) will hence naturally 

lead to a higher occurrence of negative prices. 

There is no theoretical rationale for a limit to price-floors, and the floor for day-ahead prices is very different 

indeed in electricity markets like Spain (No negative prices), Denmark (-нллϵκa²Ƙ ŀǎ ƛƴ ǘƘŜ ǊŜǎǘ ƻŦ ǘƘŜ bƻǊd-

pool area), or Germany (-оллл ϵκa²Ƙ ŀs in the rest of the CWE area). 

Monthly extreme values of day-ahead prices in Spain and Germany for 2013 indicate that the absence of nega-

tive prices in the Spanish electricity markets is already probably a binding constraint (See Table 3). In order to 

reveal the real value of flexibility, such a constraint should be removed. In particular, in a market in which in-

termittent RES receive a premium X in addition to market price, the floor for prices should be at least lower 

than -X, so that RES get an incentive to curtail generation at times of extremely low prices.  

This issue becomes even more crucial when taking into account cross-border exchanges of electricity. As point-

ed out by Eurelectric (2010), the lack of common market rules regarding negative prices will lead to distortions 

when joining offers of energy in zones with different price boundaries.  
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Table 3 Minimum and maximum hourly prices in the day-ahead market in Spain and Germany. Source: 
OMIE monthly market report; Mayer (2013) 

 SPAIN GERMANY 

Month Minimum hourly price Maximum hourly price Minimum hourly price Maximum hourly price 

January 2013 
лΦлл ϵκa²Ƙ 

(16 hours) 
утΦрп ϵκa²Ƙ -лΦмл ϵκa²Ƙ фуΦрл ϵκa²Ƙ 

February 2013 
лΦлл ϵκa²Ƙ 

(32 hours) 
90.00 ϵκa²Ƙ тΦол ϵκa²Ƙ ффΦфл ϵκa²Ƙ 

March 2013 
лΦлл ϵκa²Ƙ 

(165 hours) 
90.00 ϵκa²Ƙ -рлΦлл ϵκa²Ƙ мнлΦнл ϵκa²Ƙ 

April 2013 
лΦлл ϵκa²Ƙ  

(211hours) 
90.00 ϵκa²Ƙ лΦлл ϵ/MWh млфΦпл ϵκa²Ƙ 

May 2013 мсΦтл ϵκa²Ƙ тнΦрл ϵκa²Ƙ -оΦсл ϵκa²Ƙ тоΦфл ϵκa²Ƙ 

June 2013 
лΦлл ϵκa²Ƙ 

(4 hours) 
ртΦнр ϵκa²Ƙ -млл ϵκa²Ƙ слΦлл ϵκa²Ƙ 

July 2013 ммΦрл ϵκa²Ƙ суΦсф ϵκa²Ƙ тΦлл ϵκa²Ƙ срΦол ϵκa²Ƙ 

August 2013 нлΦлл ϵκa²Ƙ снΦуу ϵκa²Ƙ сΦлл ϵκa²Ƙ 130.30 ϵκa²Ƙ 

September 2013 1Φлл ϵκa²Ƙ 72.00 ϵκa²Ƙ -0.1л ϵκa²Ƙ 77.70 ϵκa²Ƙ 

October 2013 3.05 ϵκa²Ƙ 79.99 ϵκa²Ƙ -49.1л ϵκa²Ƙ 85.8л ϵκa²Ƙ 

November 2013 
лΦлл ϵκa²Ƙ 

(2 hours) 
72.0у ϵκa²Ƙ 1.4л ϵκa²Ƙ 114.ол ϵκa²Ƙ 

December 2013 
лΦлл ϵκa²Ƙ 

(37 hours) 
112.00 ϵκa²Ƙ -62Φлл ϵκa²Ƙ 116.5л ϵκa²Ƙ 

 

3.1.2.4 Ensuring inter -temporal consistency between the different markets  

The rising importance of balancing markets 

The key-role played by the day-ahead market in electricity markets today does not match the needs of inter-

mittent RES. The output of these resources is difficult to forecast (Section 1.1.2) and these forecasts of wind 

improve significantly from day-ahead to real-time, as illustrated in Figure 2. Intraday markets that give stake-

holders an opportunity to trade after the day-ahead gate-closure, and real-time balancing markets, should 

therefore play an increasingly significant role as the share of intermittent RES increases. 

Cramton and Ockenfels (2011) accordingly argue that well-designed power reserve markets interlinked with 

each other through arbitrage can ensure recovery of fixed costs for back-up generation and, more generally 

speaking, long-term efficient exit and entry decisions. Prices in the reserve markets will rise compared to prices 

in the day-ahead market in case of higher scarcity of flexible power plants compared to inflexible power plants, 

therefore delivering the right investment signals and solving the need for flexible resources described in section 

2.2.1 (Barth et al., 2008). It would however require adaptation of the market, such as avoiding block auctions 

for provision of reserves over a month or a week( which could make arbitrage between day-ahead and reserves 

provision more difficult) (Boot et al., 2014).  

One must yet keep in mind that all the products aiming to deliver energy at a certain production time are sub-

stitutes. The more products defined, the lower the liquidity will get for each of these products. Liquidity re-

mains for instance quite low in the intraday markets implemented in Europe, which could be explained by their 

inadequacy to the real needs of stakeholders, and the complexity for these players to realise arbitrage (Weber, 
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2010). This is why the IEA (2012) warned that the definition of too many flexibility products could create issues 

of market liquidity and market power, and claimed that the number of products defined should remain limited.  

Moreover, if reserve markets play a significant role, RES should be able to participate into the full sequence of 

markets for the different products, as suggested by the IEA (2012). Note that it does not require the mandatory 

participation of RES into balancing markets, and that it could even prove costly to constrain intermittent RES to 

manage their production actively (Henriot, 2014). The only requirement would be to expose RES to balancing 

costs and to give them the possibility of delivering balancing services. Here again, it would be crucial to make 

ǊŜǎŜǊǾŜ ǇǊƻǾƛǎƛƻƴ ŦƭŜȄƛōƭŜ ōȅ ŀǾƻƛŘƛƴƎ ǘƘŜ ΨōƭƻŎƪ ŀǳŎǘƛƻƴǎΩ ƳŜƴǘƛƻƴŜŘ ŀōƻǾŜΦ 

Ensuring consistency between day-ahead and balancing services 

Smeers as well as Borggrefe and Neuhoff (2011) criticize the multiple arrangements governing the organisation 

of day-ahead, intraday and balancing markets. For Smeers (2008), a single trading platform should be put into 

place, with continuous active trading from day-ahead to real-time. Components currently missing include intra-

day markets for reserve capacities, and the integration of congestion management with the intra-day markets 

and ancillary services markets. When transmission capacity is priced in the day-ahead market but is free in the 

intraday market, distortions are created that shatter the inter-temporal consistency between the different 

trading spaces. For consistency purpose, the locational granularity should then be the same for the forward 

markets (e.g. day-ahead) and the balancing markets. A fully functional market for locational reserves would 

then be needed (Baldick et al., 2005). 

Other distortions can hinder the financial links between the forward markets (i.e. day-ahead and intraday mar-

kets) and the balancing arrangements. Vandezande et al. (2010) described how the existence of asymmetric 

penalties in some balancing mechanisms would penalise wind producers and generate incentives to under-

nominate injections in the forward electricity markets, leading to higher total system costs. Similarly, De Vos et 

al. (2011) ǇƻƛƴǘŜŘ ƻǳǘ ǘƘŀǘ ǇǳǘǘƛƴƎ ŀ ŎŀǇ ƻƴ ƛƳōŀƭŀƴŎŜ ǘŀǊƛŦŦǎ ǿƻǳƭŘ άώǾƛƻƭŀǘŜϐ ǘƘŜ ƭƛƴƪ ōŜǘǿŜŜƴ ǘƘŜ ǊŜǎŜǊǾŜ 

ƳŀǊƪŜǘ ŀƴŘ ǘƘŜ ƛƳōŀƭŀƴŎŜ ǘŀǊƛŦŦέ ŀƴŘ ǘƘǳǎ ŜƴŘŀƴƎŜǊ ǘƘŜ ǿŜƭƭ-functioning of balancing markets. As a conse-

quence, the definitions and boundaries mentioned in the previous sections should be applied similarly in the 

full sequence of markets.  

Green (2008) also advocates integration of energy and ancillary services, as it is often the case in the United 

States. Such a model is based on the use by the system operators of a dispatch algorithm taking into considera-

tion the technical constraints of producers and the network to optimise simultaneously provision of both ener-

gy and reserves products. It is then possible to take into account efficiently the different technical constraints 

and manage the different substitutes in a single optimisation program, without increasing the complexity for 

participants. Similarly Borggrefe and Neuhoff (2011) favour pool type trading arrangements and joint provision 

of energy and balancing services. This would solve the lack of consistency resulting from a separation between 

balancing services that are typically acquired by the TSOs, and energy products in day-ahead and intraday mar-

kets, that are exchanged either on power exchange or bilaterally.  

3.1.2.5 Conclusion 

Redefining products definitions in wholesale electricity markets and revisiting their interaction with reserve 

markets can contribute to solving some of the key challenges identified in section 2. 

Shorter time-units will be needed to handle the variability of intermittent RES, and solve the need for flexible 

resources that has been identified as one of the key challenges described in section 2.3. However, the exist-

ence of non-convex costs (that will gain in significance as a consequence of RES variability) could worsen the 

resource adequacy issue for flexible resources, if not addressed properly.  

More accurate space-units will be needed to tackle efficiently the grid expansion challenge. As a result of varia-

bility, these space-units will have to be small enough to conserve a meaning for different states of the system. 
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Yet, this might lead to serious redistribution effects that will have to be addressed to ensure acceptability of 

the new definitions.  

More differentiated price-signals are required to solve the resource adequacy challenge, and to ensure the 

development of flexible resources. It is not only about higher price-caps and low negative prices; it is also about 

explicitly pricing the actions taken by the system operator to ensure the security of the system. 

Finally, the role of the day-ahead market will lose its significance as exchanges will take place closer to real-

time due to the low-predictability of RES. The consistency between the different markets and products ex-

changed should be ensured as they will drive the remuneration of resources in general and flexible resources in 

particular. It implies that the previous recommendations also address products definitions in the balancing 

markets.  

3.2 Coordination tools  

3.2.1 The need for coordination tools  

We have described in section 1.1.4 how the development of intermittent RES is the result of strong support 

policies. ¢ƘŜǎŜ ǇƻƭƛŎƛŜǎ ƛƳǇŀŎǘ ǘƘŜ ǊŜǾŜƴǳŜǎ ƻŦ ŎƻƴǾŜƴǘƛƻƴŀƭ ƎŜƴŜǊŀǘƻǊǎ ŀƴŘ ƛƴǘŜǊƳƛǘǘŜƴǘ w9{ όάŎŀƴƴƛōŀƭƛǎŀǘƛƻƴ 

ŜŦŦŜŎǘέύ ŀƴŘ ŎǊŜŀǘŜ ŀ ŎƘŀƭƭŜƴƎŜ ƻŦ ǊŜǎƻǳǊŎŜǎ ŀŘŜǉǳŀŎȅΦ !t the same time, these policies also complicate the task 

of the TSOs (and DSOs) when planning grid expansion (see section 2.1.2).  

The issue of coordination of generation and transmission investments is not new, and existed before RES. 

Green (2006) argued that without long-term contracts, electricity markets were likely to fate boom and bust 

ŎȅŎƭŜǎΣ ŀǎ ŀ ǊŜǎǳƭǘ ƻŦ ƛƴǾŜǎǘƻǊΩǎ ƛƴŀōƛƭƛǘȅ ǘƻ ƪŜŜǇ ǘǊŀŎƪ ƻŦ ƻǘƘŜǊǎΩ ƛƴǾŜǎǘƳŜƴǘ ŘŜŎƛǎƛƻƴǎΦ There is therefore a need 

for coordination tools between generation assets, to avoid oversupply or scarcity. In Europe, electricity markets 

were supposed to deliver the signals required, but concerns on their ability to ensure generation adequacy 

have recently been growing, while utilities overinvested in the past decade (See Figure 4). This pre-existing 

weakness of European electricity markets is of course worsened by the uncertain development of intermittent 

RES. This has led to the emergence of national capacity remuneration mechanisms in several member states, as 

a patch to ensure coordination of generation investments. We investigate this solution in section 3.2.2.  

A further difficulty comes from the fact that transmission investments are now made in a European energy 

market. There is therefore not only a need for coordination of investments within each TSO operation area but 

also coordination of investments and operation between the different control areas. This is challenging as 

transmission investment frameworks typically reflect the organisational and political boundaries (Joskow, 

2006). However it is a prerequisite to unlock a regional approach to resources adequacy and mitigate the vari-

ability of RES by making the most of the geographical and technological spread of intermittent RES. The emer-

gence of tools focusing on cost-benefit analysis and allocation are part of a toolkit that will be required to op-

timise operation and investment at the European level. We discuss this solution further in section 3.2.3.  

Peréz-Arriaga and Olmos (2006) also identified the lack of economic signals to coordinate interactions between 

transmission and generation expansion as a major unsolved problem. Transmission investment should aim at 

minimising the total costs of transmission and the production costs of power, but it is not easy for planners to 

anticipate the moves of generation investments, especially as generation investors respond strategically to the 

decisions taken by the TSO (Stoft, 2006). Tools ensuring coordination of generation and transmission invest-

ments include advanced planning tools as well as locational signals. We explore these solutions in section 3.2.4. 
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3.2.2 Coordination between generation assets  

3.2.2.1 From commercial to administered coordination mechanisms  

Without a long-term coordination mechanism, it is difficult for investors in generation assets to anticipate the 

moves of their competitors, leading to a cycle of oversupply followed by scarcity (Green, 2006). In the textbook 

reform of electricity markets, the long-term coordination role traditionally played by monopolistic vertical 

integration was to be substituted by the development of long-term contracts (and the complementary options, 

ŎƻƴǘǊŀŎǘǎ ŦƻǊ ŘƛŦŦŜǊŜƴŎŜǎΣ ǎǿŀǇǎΧύ ǘǊŀŘŜŘ ƻƴ ŦƛƴŀƴŎƛŀƭ ŦƻǊǿŀǊŘ ƳŀǊƪŜǘǎ ƻǊ ƻǾŜǊ-the counter (de Hautecloque 

and Glachant, 2011). Long-term contracts reduce price-risk and volume-risk for investors. They can also act as a 

long-term coordination device as the demand for these contracts will depend on the estimates by retailers and 

large consumers of their expected demand (Green, 2006).  

However, long-term contracts have failed, for several reasons, to provide the coordination signals required to 

ensure efficient resource adequacy. First of all, generators have encountered difficulties to find counterparties, 

due to the reluctance of retailers who have a legal obligation to allow their customers to switch providers with-

in short-notice. Indeed, in case of lower prices, retailers having secured higher prices through long-term con-

tracts would have either to sell energy at a loss or to see their customers switching to suppliers (Green, 2006). 

Long-term contracts therefore increase price-risk and volume-risk for retailers in a competitive environment. 

Exceptional counterparties who need long-term contracts with prices secured over a long time-span can only 

be found in electric-intensive industries (Finon, 2011). A second reason why long-term contracts did not devel-

op as planned is the difficulty to develop long-term derivatives in the electricity sector that features non-

storability. Finon and Perez (2007) explains that while the contracts observed usually cover at most two years 

and are therefore too short to accompany the development of new capacities, longer-term derivatives cannot 

be established by banks or hedge funds who commonly create liquidity in other commodity markets. Finally, 

the European Commission has been reluctant to allow long-term contracts with significant durations and vol-

umes, in order not to hamper the opening of markets to competition (de Hautecloque and Glachant, 2011). 

Today, the contract incompleteness in the electricity sector has become even more crucial. First of all, a lot of 

the low-carbon technologies feature higher capital expenditures. This is for instance the case of intermittent 

RES, nuclear power plants, or thermal plants equipped with Carbon Capture and Storage. It is crucial for these 

plants to secure the significant upfront investment cost by long-term contracts.
13

 In addition, power plants now 

need to secure revenues based on policies that do not come with credible future markets (such as the carbon 

prices).  

As a result, an increasing number of discussions on the development of alternative long-term coordination 

mechanisms are taking place in Europe. These administered rather than commercial coordination mechanisms 

will hereby be designed as generation adequacy mechanisms, reflecting the current preoccupation of govern-

ments implementing these solutions (See Figure 13). In the next sections, we do not discuss the details and the 

rationale for each mechanism, but rather the two main implications of these national patches to electricity 

markets.
14

  

                                                                 
13

 In the case of intermittent RES, the volume-risk is solved by priority of dispatch while the price-risk can be partly or en-
tirely reduced by support schemes that act as some form of long-term contracts. 
14

 These two sessions are based on the work by Henriot and Glachant (2014). 
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Figure 13 Status of capacity remuneration mechanisms in Europe in 2013. Source: ACER (2013). 

3.2.2.2 Generation adequacy policies and the need for flexible resources  

These new long-term coordination tools are based on the remuneration of a certain amount of capacity, so as 

to make sure that this minimum amount of capacity will be there when needed. Yet, as mentioned in section 

2.3, the challenges of resources adequacy and the need for flexible resources cannot be fully decoupled. In a 

system featuring a high share of intermittent RES, ensuring resource adequacy is not only about achieving a 

certain capacity margin, it is also about making sure that the installed resources are flexible enough to cope 

with the variations of RES illustrated in Figure 8. It implies that efficient long-term coordination mechanisms 

ensuring efficient resource adequacy will have pervasive impacts on the short-term mechanisms coordinating 

power systems operation.  

Indeed, remuneration of capacity for availability when needed conversely implies higher opportunity costs of 

unavailability. In particular, resources will have to be available at times when RES output drops quickly to low 

levels. For an inflexible thermal unit featuring slow ramping rates and long start-up times, it implies that such 

units would have to start generating earlier, when intermittent RES are available and electricity prices are low 

(or even negative). On the opposite, more flexible units (able to start-up and ramp-up quickly) could avoid 

generating at a loss. Even the simplest generation adequacy policy would hence incentivise a more flexible 

operation of resources by raising the opportunity costs of unavailability. Of course, one might argue that some 

clauses could be introduced into the design of the generation adequacy policies to exempt inflexible plants 

from penalty when flexibility would be needed to react. Yet, such clauses would considerably weaken the level 

of generation adequacy ensured in a system featuring a high share of intermittent RES.  

Generation adequacy will therefore become an additional component of the remuneration for flexibility, which 

is made of a combination of implicit and explicit revenues (See section 2.2.1.2). In a long-run entry equilibrium, 

this combination of revenues must be just sufficient to cover the costs of providing this flexibility. An additional 

source of revenues (through generation adequacy policies) will mechanically lead ceteris paribus to compensa-

tion through lower revenues in another component of flexibility remuneration (e.g. the energy wholesale mar-

ket, the market for ancillary services), as illustrated in Figure 14. 
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Figure 14  Distribution of flexibility revenues in the long-term across a set of explicit and implicit remunera-
tions. Own depiction. 

This evolution of the revenues distribution across different markets is not an issue as long as all the resources 

that provide flexibility can take part into the generation adequacy policies. Yet, in practice, the range of re-

sources that can take part into generation adequacy policies is often restricted in terms of technologies (e.g. 

intermittent RES, demand-side resources) and locations (i.e. cross-border resources). Such discrimination can 

be explicit: cross-border resources are for instance not remunerated in many capacity remuneration mecha-

nisms. It can also be implicit: availability requirements (number of calls, availability across a long uninterrupted 

period) can be incompatible with the capacity of demand-side resources or intermittent RES; limitations on the 

lowest possible bid can also exclude smaller generation or demand-side units. As the remuneration of flexibility 

is partially transferred from the energy and ancillary services markets to a discriminating generation adequacy 

policy, the range of resources able to offer flexibility will inevitably be reduced. This impact will be all the more 

significant if flexibility remuneration through the capacity mechanism is larger, and if the mechanism is more 

exclusive. It implies that the way the key-challenge of the need for flexibility is addressed will depends on the 

tools used to cope with the resources adequacy challenge. This could be especially costly as there is uncertainty 

regarding the best set of resources
15

 required to meet the need for flexibility. 

3.2.2.3 Coordination of generation assets  will be national  

There is already a patchwork of capacity remuneration mechanisms in Europe, as illustrated in Figure 13. The 

diversity of solutions implemented is the logical consequence of the diverse needs, resources and objectives of 

Member States, as reflected in Table 4. It is therefore unlikely that a common scheme could fit all Member 

states.  

Yet, the benefits of a European approach towards security of supply are significant when compared to a na-

tional self-sufficient approach. First, the current reserve margins and future needs vary across Member States. 

Second, scarcity events across neighbouring countries are not fully correlated, which means that the reserve 

capacities will most of the time not be simultaneously needed by the different national power systems. Sharing 

these reserves and taking into account a European reserve margin would therefore be a cheaper approach to 

generation adequacy than defining reserve margins at the national level, even taking into account limited in-

terconnection capacities (Henriot and Glachant, 2014). The additional cost of power systems explicitly provid-

ing for their own security of supply at a member state level was estimated to be 3.0 to 7.5 billion euros per 

year from 2015 to 2030, which would reduce the benefits of an integrated energy market by more than 20% 

(Booz & Company et al., 2013). 

 

                                                                 
15

 For instance among all the technologies listed by ECOFYS (2014) 
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Table 4 Priorities and needs of different Member States. Source: Meulman and Méray (2012); Notenboom 
et al. (2012) 

 Roadmap Priorities Challenges identified Mechanism 

France 
1/Affordability  

2/Security of supply 

- Increasing peak demand 
- Increasing share of RES 

Capacity obligation on suppliers 

Germany 
1/Industrial opportunities 

2/Security of supply 

- άaƛǎǎƛƴƎ ƳƻƴŜȅέ ŘǳŜ ǘƻ w9{ 
- Closure of nuclear plants  
- Congestion in the transmission 

network 

ά¢ǊŀƴǎƛǘƻǊȅ ǿƛƴǘŜǊ ǎǘǊŀǘŜƎƛŎ ǊŜǎŜǊǾŜέ 
in the South 

Ongoing discussions 

Netherlands 
1/Affordability 

2/Industrial opportunities 
- No perceived need ά{ŀŦŜǘȅ ƴŜǘέ ƴŜǾŜǊ ǳǎŜŘ 

UK 1/GHG mitigation 

2/Affordability 

- Closure of existing capacity 
- More intermittent & inflexible gen-

eration 
Centralised auction 

 

However, coordination of national capacity mechanisms at the European level will only be possible if a mini-

mum framework is implemented. This framework has been more extensively described by Henriot and 

Glachant (2014) and consists of three tools. The first tool required us a methodology sophisticated enough to 

take into account partially correlated evolutions of load and RES production across different Member States, 

and a common set of inputs and scenarios shared by the different stakeholders. A recent report by the Council 

of the European Energy Regulators for instance highlighted the need for harmonisation of methodologies and 

scenarios used to assess generation adequacy at the Member State level (CEER, 2014). The second tool re-

quired is a multilateral regulatory framework aimed at allocating responsibility (and the corresponding remu-

neration) for the delivery of energy when needed. This delivery indeed does not only depend on the availability 

of the resource committed in the generation adequacy policy, but also on the available capacity of the inter-

connector and the direction of the flow through this interconnector, which is the result of concomitant condi-

tions in different Member States. A third tool is a method to allocate rights (financial or physical) to consume 

energy at times of extreme scarcity, while taking into account some solidarity principles. Unless such a frame-

work can be established, generation adequacy policies will remain national patches, with joint consequences 

on the provision of flexibility.  

3.2.3 Coordination between network investment and operation  at the r e-

gional scale 

A well-functioning and efficient transmission network is a pre-requisite to a competitive internal energy mar-

ket. However, transmission system operators have been introduced as entities responsible for managing and 

expanding the transmission grid within their control zone (that often matches national boundaries). Incentives 

are conceived by national regulatory authorities to ensure efficiency within these political boundaries that do 

not reflect the physical reality of the grid (Neuhoff et al., 2013). There are therefore significant asymmetries 

between the frameworks for intra-TSO transmission investment planning and operation and inter-TSO trans-

mission investment planning and operation (Joskow, 2006). This is a source of inefficiency as it does not allow 

managing properly the externalities created by the decisions of each TSO on neighbouring power systems. For 

Zachmann (2013) European welfare maximisation can only be achieved if three coordination tools are imple-

mented at the European level: a tool for coordination of operations, a planning tool to ensure the coordination 

of investments, and a tool to allocate costs and benefits of network investments at the European scale.  

3.2.3.1 Coordination of power system operations  

Operational decisions are mostly taken within national operation centres, with a limited vision of the network 

state in neighbouring countries. Joskow (2006) argues that these effects gain in significance when the decisions 
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of market players are based on fictional physical characterisation of the interconnected network. Glachant and 

Pignon (2005) for instance show that the congestion signals sent by TSOs can be in practice a variable complex 

and non-transparent constraint, that can be manipulated to push congestion out to the borders between TSOs, 

which reduces internal congestion but is inefficient. Two measures are identified by Joskow: horizontal consoli-

dation of TSOs to internalise externalities, and locational prices to increase transparency and reduce the role 

played by TSOs. Glachant and Pignon (2005) focuses on the first kind of measures and develop a set of solu-

tions from information exchange, improved transparency of TSOs decisions and harmonisation of procedures, 

to mergers between TSOs. For Zachmann (2013), a European system-management layer would be needed to 

first complement, and then substitute, the decisions taken by national operation centres. Zachmann also ar-

gues that electricity prices should differ between all network points (across and within countries) when neces-

sary so that more decisions can be taken by generators based on locational signals (See section 3.1.2.2). One 

should not underestimate the challenge of merging TSOs across a range of national states with different needs 

and preferences, or the challenge of redistribution effects created by locational prices. However, some volun-

tary cooperation initiatives to coordinate power systems operations can already be observed in Europe, such as 

Coreso (COoRdination of Electricity System Operators) in the central Western Europe, or TSC όάTSO Security 

/ƻƻǇŜǊŀǘƛƻƴέύ in central Europe. A description of the role played by Coreso is detailed in Box 2.  

Box 2 Description of Coreso activities to coordinate system operation in the CWE area. Source: Own sum-
mary based on Coreso website.  

Two-day ahead 
Coreso is responsible for merging the data (Day 2 Ahead Congestion Forecast) necessary to calculate 
the cross-border capacities in the market coupling process. Coreso also organises the management of 
remedial actions (e.g. coordinating phase-shifting transformers) in the CWE area (that covers Bel-
gium, France, Germany, Luxembourg and the Netherlands). 
Coreso also merges the best two-day forecasts available from RTE, Terna, Swissgrid , Eles and APG to 
optimise the import capacity for the Northern Italian border. 

Day-Ahead 
Coreso merges the Day Ahead Congestion Forecast files provided by each TSO, and realises security 
analysis by simulating the tripping of lines or generators. It analyses the constraints and identify po-
tential remedial actions. However, any final decision to implement such actions remains the respon-
sibility of the TSOs. 

Intraday and close to real-time 

Coreso compare the incoming data with previous forecasts, perform security analyses, and advise the 
¢{hǎΩ ŘƛǎǇŀǘŎƘŜǊǎ ŀōƻǳǘ ƴŜǿ ŎƻƴǎǘǊŀƛƴǘǎΦ /ƻǊŜǎƻ ŀƭǎƻ ŎŀƭŎǳƭŀǘŜǎ ŎǊoss-border capacity. 

Support in the event of major disruption 

Coreso has developed tools to analyse major disruption affecting several countries, to help TSOs un-
derstanding what is happening in Europe in real-time.  

Collaboration with the Great-Britain synchronous area 

Coreso also performs analyses to check the transfer limit values at IFA interconnectors between 
France and the UK, and proposes coordinated solutions between National Grid and mainland TSOs to 
solve congestion on both sides of the Channel.  

 

3.2.3.2 Coordination of network investments  

Investments in the transmission network have strong externalities, and they can be complementary or substi-

tutes. They can result in a wide range of benefits that include among others production costs savings, improved 






























